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STANDARDS

Tri-axial is a measurement used to

mel' determine a vibration figure of the

X,Y and Z axes. All vibration figures
conform to EN6075.

All machines in this catalogue
conform to CE Marking Regulations

# #

ELECTRIC CHAINSAWS
PETROL CHAINSAWS
LINE TRIMMERS
BRUSHCUTTERS
HEDGE TRIMMERS
MOWERS

SCARIFIERS

PUMPS

SHREDDERS

POST HOLE BORERS / BLOWERS
POWER WASHERS
PETROL CUTTERS

( # L1 ( N
110v
240V
ELECTRONIC IGNITION
DOUBLE INSULATED
SOFT START
DECOMPRESSOR
INERTIA BRAKE
ANTI-VIBRATION SYSTEM
DUPLEX ASPIRATION CARBURETTOR
UNLEADED FUEL
AUTOMATIC CHAIN BRAKE
4 STROKE
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24.5mL
Certification standard level of 24.5mL < 50mL 33.5mL < 50mL
Emission Gas: HC+Nox (g/kw-hr) CARB/EPA/EU CARB/ EPA/EU
||50|| "50"
Makita Certificated level of a
4-Stroke engine: HC+Nox (g/kw-hr) 27 2 1
224 201
(24.5mL) (30.5mL)

Okt U( W& (QUS* ) - $ 1+ #
1 KO (F) A ()& (W% 1 o $ S %, (

$9 ")) ) B&M, W S+ US)FHUS $ %

+$$$  %)* )) %-$ $* " %

W E) (S s e,
W $ %)

Fuel Consumption 40% better

Makita 24.5mL
4-Stroke Engine
Brushcutter

0 0.25 05 075  10Lh =% !
Total Running Cost 60% better \ o 1
(200H of Operation) ' L mii L
Maklta 24.5mL —
4-Stroke Englne
Brushcutter . W VIAKITA MINI 4-STROKE ENGINE,
Makita Fuel Cost
[ Competitors Fuel Cost
B Engine Oil Cost

75 100%
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BUC122

Cutting capacity 115mm
Chain speed somisec  MMANSTAR
Chain pitch 1/4"
Chain gauge 25AP / 1/4"-0.05"
Net weight 2.5Kg
Charging time Approx 22 min

Automatic chain oiling

Optional 2m extension
pole available (194523-9)

Mg
08
BUC122RFE 2 x 3.0Ah Li-ion

BUC122Z Body only
" 1 &$

HITHILN IO

# File, chain oil, guide bar cover.

12v UC120D0z
Bar length 115mm
Chain pitch 1/4"
Chain speed 2.66m/sec
Chain gauge 0.05"
Net weight 2.1kg

$ ) Body only
"H 1 &% # Chain protection cover, allen key.

UC3530A
UC4030A

UC3530A UC4030A
Bar length 35cm 40cm
Chain pitch 3/8” 3/8”
Chain oil capacity ~ 140ml 140ml
Chain speed 13.3m/sec 13.3m/sec
Input wattage 110v: 1,570w  110v: 1,570w
240v: 2,000w  240v: 2,000w
Net weight 5.1kg 5.2kg
Z] E Automatic chain oiling
$ 35cm (110v)
$ 35cm (240v)
$ 40cm (110v)
$ 40cm (240v)
"H 1 &$ # Guide bar, chain, chain protection cover.

144V BUC121
Cutting capacity 115mm

Chain speed s8misec  MANSTR

Chain pitch 14"

Chain gauge 25AP / 1/4"-0.05"

Net weight 2.4kg

Charging time Approx 22 min

Automatic chain oiling

Optional 2m extension
pole available (194524-7)

Al

v- 3

JITHIUN IO

$ I 2x3.0Ah Li-ion
$ ) Body Only
"H# 1 &8 # File, chain oil, chain bar cover.

UC3520A
UC4020A

Bar length UC3520A: 35cm

UC4020A: 40cm
Chain pitch 3/8”
Chain oil capacity 200ml
Chain speed 13.3m/sec
Chain type 092
Chain gauge 0.05"
Input wattage 1,800w
Net weight 4.4kg

Automatic chain oiling
A (8 il [E]

$
$

“H# 1 &% # Guide bar, chain, chain protection cover.

Engine 2-stroke
Cubic capacity 22.2cc
Bar size 25¢cm
Chain

Pitch 14"
Gauge 0.050"
Tank capacity 0.2 litre
Ignition electronic
Power rating 740w
Net weight 2.5kg

Py hat D Worlds Lightest
I8 5 A ) 00 B

“# 1 &8 # Guide bar, chain, uiversal wrench,
chain protection cover.
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Engine 2-stroke Engine 2-stroke
Cubic capacity 34ce Cubic capacity 34ce
Semi chisel chain Semi chisel chain

Pitch 3/8” Pitch 3/8”
Gauge 0.050” Gauge 0.050"
Horsepower 1.9hp (DIN) Horsepower 1.9hp (DIN)
Tank capacity 0.28 litre Tank capacity 0.28 litre
Ignition electronic Ignition electronic
Power rating 1,400w Power rating 1,400w
Net weight 3.5kg Net weight 3.5kg

i () B (2249 00 5 =) O 2A%) 0. 829

" # Top handled " Rear handled

“H# 1 &$ # Universal wrench, guide bar, chain, "# 1 &$ # Universal wrench, guide bar, chain,
chain protection cover. chain protection cover.

Engine 2-stroke

Cubic Capacity 35cc

Horsepower 2.1hp (DIN)

Chain 3/8" Hobby/ 1.3mm

Ignition electronic

Power Rating 1,600w

(50. 1) EASY START

" 35cm
" 40cm

“H# 1 &S # Universal wrench, guide bar, chain,
chain protection cover, tool kit.

EASY START

Engine 2-stroke Engine 2-stroke
Cubic Capacity 43cc Cubic capacity 45.1cc
Horsepower 2.8hp (DIN) Horsepower 2.28hp
Chain 3/8" Microlite/ 1.3mm Power rating 1700w
Power Rating 2,100w Chain " 10.050

Chain speed 17.1m/s

Net weight 4.75kg

@ (50. 1) EASY START

" 35cm

" 40cm

" 45cm
“H# 1 &3 # Universal wrench, guide bar, chain, "H# 1 &3 # Universal wrench, chain protection cover,
chain protection cover, tool kit. qguide bar, chain.

2A



Spec book OPE:Pages 01- 18 OPE 20/4/09 s

Engine 2-stroke Engine 2-stroke
Cubic Capacity 46cc Cubic Capacity 46cc
Horsepower 3.5hp (DIN) Horsepower 3.5hp (DIN)
Semi Chisel Chain — Pitch 3/8” Semi Chisel Chain — Pitch 0.325"
Gauge 0.058" Gauge 0.058"

Power Rating 2,600w Ignition electronic
Net Weight 5.5kg Power Rating 2,600w
Net Weight 5.1kg

s0:1) B

" 38cm "
"H# 1 &$
chain protection cover, tool kit.

" 45cm
# Universal wrench, guide bar, chain, “H# 1 &$

# Universal wrench, guide bar, chain,
chain protection cover, tool kit.

DCS500

Engine 2-stroke
Cubic Capacity 50cc
Horsepower 3.3hp (DIN)
Semi Chisel Chain — Pitch 3/8"

Gauge 0.058"
Ignition electronic
Power Rating 2,800w
Net Weight 5.5kg

" 45cm
“H# 1 &%

50:1)

# Universal wrench, guide bar, chain,

chain protection cover, tool kit.

Engine 2-stroke
Cubic capacity 50cc_ :: External chain tensioner.
Bar size 45cm
Horsepower 3.8hp

Chain type/pitch  686/.325” full chisel

:: One lever for choke and half-throttle.

1 Filter cover removable without tools.
:: Magnesium crank case.

Chain gauge 15mm

Tank capacity 0.47 litre

Chain oil tank 0.27 litre

Ignition electronic TRILAK\",‘L

Power rating 2,800w

Net weight 5.1kg ULTRA-LOW VIBRATION

4.7 m/sec?
1SO 7505

) M oA o0 B (@4

"# 1 &%

45cm Decompression valve

# Universal wrench, guide bar, chain, chain protection

cover, trox wrench, hex wrench, carburettor screwdriver, tool kit.

3A

DCS5000-45
DCS5001-45
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i

DCS6401 DCS7301

Engine 2-stroke Engine 2-stroke
Cubic Capacity 64cc Cubic Capacity 73cc
Horsepower 4.7hp (DIN) Horsepower 5.6hp (DIN)
Semi Chisel Chain — Pitch 3/8” Semi Chisel Chain — Pitch 3/8”

Gauge 0.058" Gauge 0.058"
Ignition electronic Ignition electronic
Power Rating 3,500w Power Rating 4,200w

Net Weight 6.3kg Net Weight 6.3kg

(50:1) @ (01 model only) (50:1) @ (01 model only)

" 45cm " 45cm

" 45cm with decompressor " 45cm with decompressor
"# I g&$ # Universal wrench, guide bar, chain, Torx wrench, "# LIS # Universal wrench, guide bar, chain, Torx wrench,
hex wrench, carh. screwdriver, chain protection cover, tool kit. hex wrench, carh. screwdriver, chain protection cover, tool kit.

ooy | soranicharsan e
Engine 2-stroke Engine 2-stroke
Cubic Capacity 79cc Cubic Capacity 90cc
Horsepower 6.2hp (DIN) Horsepower 6.8hp (DIN)
Semi Chisel Chain — Pitch 3/8” ¥ Semi Chisel Chain — Pitch 3/8”
Gauge 0.058" Gauge 0.058"

Ignition electronic Ignition electronic w
Power Rating 4.600w Power Rating 4,900w
Net Weight 6.3kg Net Weight 8.2kg

(50:1) 519 @+] (01 model only)

B ) (5 o) o0 99

" 45cm
" 45cm with decompressor " T4cm
"# 1 &$ # Universal wrench, guide bar, chain, Torx wrench, “H# 1 &$ # Universal wrench, guide bar, chain, Torx wrench,
hex wrench, carb. screwdriver, chain protection cover, tool kit. hex wrench, carb. screwdriver, chain protection cover, tool kit.
Input Wattage 700w Engine 2-stroke
Cutting Diameter 400mm Cubic capacity 2lcc
Net Weight 4.9g Horsepower 0.83hp (DIN) “d
Tank capacity 0.41 litre
Ignition electronic
Power rating 620w
7 Net weight 3.8kg
’ d

) (2] s0)

$ 1y
" 1 g&$ # 2 line head, blade protection cover, hex wrenches. "H 1 &% # 2 line head, protection cover, tool kit.

4A
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|

RBC2110

Engine 2-stroke
Cubic capacity 21cc
Horsepower 0.83hp (DIN)
Tank capacity 0.41 litre
Ignition electronic
Power rating 620w
Net weight 3.6kg

" 1 &$ # 2 line head, protection cover, tool kit, harness.
RBC2510
Engine 2-stroke
Cubic capacity 24.5cc
Horsepower 1.3hp (DIN)
Tank capacity 0.5 litre
Ignition electronic
Power rating 980w
Net weight 4.1kg
¢ A-89523 A-89539 B-04818
‘ii.ih ,ﬂ?lyﬁfxs = ll
B EA o
Attachments for RBC2510
A-89539 | Pole Saw Attachment
1 A-89523 | Hedge Trimmer Attachment
= B-04818 | Cultivator Attachment
“H# &8 # 2 line head, protection cover, tool kit, harness.
BCX2510
BCX2500

Engine 4-stroke

Cubic capacity 24.5cc

Tank capacity 0.5 litre

Ignition electronic y

Power rating 660w

Net weight 5.6kg 4 V.4
7 4 &

y,

/ /
/ /

BCX2500 BCX2510

0
0
“H# 1 &$ # Harness, (2500) cutting blade, (2510) 2 line head, tool kit.

5A
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DBC260U

DBC260L
Engine 2-stroke
Cubic capacity 25.6¢C
Horse power 1.07hp
Wattage 800w
Tank capacity 0.6litres \\ \
Ignition Electronic &
Net weight L: 5.1kg / U: 5.9kg e
Reduced emissions Qh

e [LEAD .
(50:1) DBC260U DBC260L
$ Bike handled ) h
2Q” handled

"H# LI # Harness, tool kit, (U) star blade, (L) 2-line head.

EBH253L
Engine 4-stroke
Cubic capacity 24.5cc
Horsepower lhp J
Power rating 0.71kw g
Ignition electronic
Tank capacity 500ml
Net weight 5.9kg

F
M= /
N~ -
-

Engine 2-stroke

Cubic Capacity 30.5¢cc

Horsepower 1.27hp (DIN) ﬂ:
Tank Capacity 0.8 litre 3
Ignition electronic v

Power Rating 950w :

Net Weight 5.5kg g

(50:1)

gy 1
cover, guard.

&$ # Star blade, harness, tool kit, blade protection

Engine 4-stroke
Cubic capacity 33.5cc
Horsepower 14hp
Power rating 1.07kw
Ignition electronic
Tank capacity 650ml
Net weight 7.1kgs

$ bike handle

6A
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Engine 4-stroke
Cubic capacity 33.5cc
Horsepower 1.43hp (DIN)
Tank capacity 0.65 litre
Ignition electronic
Power rating 810w
Net weight 7.6kg 4
/// *
4 ULTRA-LOW VIBRATION
LEFT 2.19 m/sec?

RIGHT 2.27 m/sec?

EN11806 EN50082

=
j;— LEAD
W) | FREE

“H# 1 &% # Harness, star blade, tool kit, oil bottles.

Engine 2-stroke rs
Cubic capacity 40.2cc

Horsepower 1.87hp (DIN)

Tank capacity 0.96 litre

Ignition electronic

Power rating 1,400w

Net weight 7.8kg

/ TRI-‘A‘X‘&L

ULTRA-LOW VIBRATION
LEFT 1.9 m/sec?
RIGHT 1.4 m/sec?

LEAD A@|
EN11806 EN50082
1

"H# 1 &$
blade protection cover.

(50:1)

# Star blade, harness, 2-piece hood, tool kit

Engine 2-stroke
Cubic Capacity 45cc ‘
Horsepower 3.1hp (DIN)
Tank Capacity 0.9 litre
Ignition electronic ’
Power Rating 2,300w e
Net Weight 7.9kg
TRI-AXIAL
<
ULTRA-LOW VIBRATION

-\

(50:1)

LEFT 3.9 m/sec?
RIGHT 2.3 m/sec?

EN11806 EN50082

“H# 1 &% # Chisel blade, blade protection cover, tool kit, harness,

6:36 Page A7

Engine 4-stroke

Cubic capacity 33.5¢cc

Tank capacity 0.65 litre x

Ignition electronic H

Power rating 1,200w \‘3/
Net weight 7.4kg P .\\\‘

0
“H# 1 &% # Harness, star blade, blade cover, tool kit.
Engine 2-stroke >
Cubic Capacity 40.2cc
Horsepower 1.9hp (DIN)
Tank Capacity 0.96 litre \
Ignition electronic S
Power Rating 1,400w
Net Weight 7.3kg V4

"# 1 &8
cover, guard.

# Star blade, harness, tool kit, blade protection

Engine 4-stroke
Cubic capacity 33.5cc
HP 1.43hp
Tank capacity 0.65Litres
Ignition Electronic
Power rating 1070w
Net weight 10.2kgs Q

# Blade, blade cover, guard, tool kit.
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Blade length 48cm

Blade type Double sided
Strokes per minute 1600 spm
Max cutting diameter 15mm
Input wattage 400w
Net weight 2.9g

p—
Lo anl
$
UH4570/5570/
6570
UH4570 UH5570 UHB570
Blade length 45cm 55cm 65cm
Max branch 2imm 21mm 2imm
Input wattage 550w 550w 550w
Net weight 3.5kg 3.6kg 3.7kg

08 i 21 o

“# T g&$ # Blade cover, cord hook for waist belt.

5550/6350
UH4050 UH4850 UH5550 UH6350
Blade length 40cm 48cm 55cm 63cm
Blade type double action/  double action/  double action/  double action/
double slide double slide double slide double slide
Stopping time 0.05sec 0.05sec 0.05sec 0.05sec
Strokes per minute 1,500spm 1,500spm 1,500spm 1,500spm
Input wattage 500w 500w 500w 500w
Net weight 3.4kg 3.6kg 3.7kg 3.8kg

(8l [E]

B B BB

"H 1 &$ # 10m extension cable, blade protection cover.
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UH5580/6580
7580

UH5540 UH6540 UH5580 UH6580 UH7580
Blade length 55cm 65cm Blade length 55cm 65cm 75cm
Blade type double action/  double action/ Max branch 21mm 2imm 21mm

double slide double slide Input wattage 700w 700w 700w
Stopping time 0.05sec 0.05sec Net weight 4.1kg 4.2kg 4.4kg

Strokes per minute  1,500spm 1,500spm
Input wattage 600w 600w
Net weight 4.1kg 4.3kg

| eI

- ('
(78 il (=] —

$
$ $
$ $
“H# 1 &$ # 10m extension cable, blade protection cover. “H# 1 &8 # Blade cover, cord hook for waist belt.
‘21cc Petrol hedge rimmer (17 24.500 Petrol hedge trimmer yesias
Engine 2-stroke Rear swivel handle Engine 2-stroke
Cubic capacity 21cc Cubic Capacity 24.5¢cc
Horsepower 0.83hp (DIN) Horsepower 1.18hp (DIN)
Tank capacity 0.4 litre Tank Capacity 0.61litre
Blade length 49cm Blade Length 56cm
Blade type double sided Blade Type double sided
Power rating 620w Power Rating 880w
Net weight 4.7kg Net Weight 5.1kg

<l LEAD A@|
FREEAT

#1

#1 #1
"# 1 &% # Blade protection cover, spanners, goggles. "# 1 &% # Blade protection cover, screwdriver, spanners.
Engine 2-stroke Engine 2-stroke
Cubic Capacity 24.5c¢ Cubic Capacity 28.3cc
Horsepower 1.18hp (DIN) Horsepower 1.14hp (DIN)
Tank Capacity 0.61litre Tank Capacity 0.5 litre
Blade Length 75cm Blade Length 76cm
Blade Type Single sided Blade Type Double sided
Power Rating 880w Power Rating 850w
Net Weight 5.4kg Net Weight 6.0kg

Rear swivel handle
CESETy

"# 1 &8 # Blade protection cover. “# 1 &8 # Blade protection cover, screwdriver, tool kit.
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Engine 2-stroke Tank Capacity 0.5 litre
Cubic Capacity 24.5cc Engine 245cc
Horsepower 0.98hp (DIN) Power 0.73 kw/0.98 hp
Tank Capacity 0.65 litre Shaft curved/176 cm
Blade Length 56cm Handle loop
Blade Type Double sided Net Weight 51kg
Power Rating 730w

Net Weight 6.1kg

& LEAD A@
FREEAT

R

e LEAD A@
FREE

#1 #1
"# I g&$ # Blade protection cover, goggles. harness, spanners. "# 1 &$ # Harness, spanners.
Input Wattage 1,100w PUSHTYPE Engine Make Briggs & Stratton
Cutting Width 33cm Engine Type 4 stroke
Cutting Heights 25-55mm Horsepower 3.5hp
Grass Box Capacity 27 litres Cutting Width 41cm
Net Weight 11.5kg Rear Bag Capacity 55 Itrs
Cutting Heights 30-75mm
Recommended for lawns Weight 26kg

of up to 400sq m
Recommended for lawns
of up to 800sq m

< i ‘ g PUSHTYPE

"# 1 &3 # Power lead (fitted).

Engine Make Briggs & Stratton Engine Make Briggs & Stratton
Engine Type 4 stroke Engine Type 4 stroke
Horsepower 4hp Horsepower 6hp
Cutting Width 46cm Cutting Width 48cm
Rear Bag Capacity 60 Itrs Rear Bag Capacity 75 Itrs
Cutting Heights 30-75mm Cutting Heights 30-80mm
Weight 31kg Weight 42kg

Recommended for lawns
of up to 1,400sq m

FreeAY

Recommended for lawns
of up to 1,800sq m

FrecAY

10A
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Engine Make Honda
Engine Type 4 stroke
Horsepower 5.5hp
Cutting Width 48cm
Rear Bag Capacity 75 ltrs
Cutting Heights 30-80mm

Weight 41kg

Recommended for lawns
of up to 2,000sq m

SELr Engine Make Honda GCV160
PROPELLED Engine Type 4 stroke
Action 3-speed gear box

Horsepower 5.5hp

Cutting Width 53cm

Rear Bag Capacity 80 ltrs

Cutting Heights 25-100mm

Weight 52kg

Recommended for lawns
of up to 2,500sq m

Aluminium
Steel lined dec

Engine 4-stroke
Ignition electric
Horsepower 3.1hp (DIN)
Working Width 40cm
Collection Box 40 litres
Wheel Diameter 180mm
Power Rating 2,300w
Net Weight 30kg

Horsepower 1.75hp (DIN)
Working Width 30cm
Collection Box 20 litres compressed

60 litres uncompressed

Wheel Diameter 150mm
Power Rating 1,300w
Net Weight 21kg

(8ol [=]

"# 1 &$ # 10m extension lead.

Action self-propelled
Engine Make Honda
Engine Type (X160 5.5hp
Cutting Width 50cm
24 Flail shaft

11A

SELF
PROPELLED
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Engine 4-stroke
Fuel Tank Capacity 2.8 litres
Max. Delivery 600 litres/min
Max. Head 23m
Max. Draw 8m
Net Weight 22.5kg

M4

=~ LEAD
FREE

L 2" centrifugal pump

STANDARD EQUIPMENT: Engine tool kit (1 set), hose band (3 pcs), hose

couplings (2 pcs), water filter.

MAKITA MINI 4-STROKE ENGINE,

6 Page Al2

Engine Type 4-stroke )

Cubic Capacity 335¢cc  COMES WITH DELIVERY HOSE,
Fuel tank capacity 0,65 lires  TAKE UP HOSE AND FILTER.
Max. delivery volume 130 litres/min

Hose diameter 1"

Net weight 7.5kg

MAKITA MINI 4-STROKE ENGINE,

Submersible drainage punp. [ eraoco | Submersible crainage pump [ preco:

Input wattage 400w
Max head 6m
Max pumping capacity 160 L/m
Submersion depth 5m
Max solids dia 25mm
Horizontal suction up to 40mm
Net weight 5.8kg

Input wattage 400w
Max head m
Max pumping capacity 180 L/min

| ion depth 5m
Max solids dia 8mm
Horizontal suction up to 15mm
Net weight 5.7kgs

Stainless steel body

stainless steel

12A



Max branch diameter 40mm
Noise Level 83.70db
No load speed 42rpm
Stop time under 3 sec
Input wattage 2400w
Net weight 32kg

Max. Branch Diameter 50mm Max. Branch Diameter 50mm
Horsepower 5.5hp (DIN) No Load Speed 2,800rpm
No Load Speed 2,800rpm Power Rating 2,200w
Power Rating 4,100w Net Weight 53kg
Net Weight 54kg

. E
240V
STANDARD EQUIPMET®EI kit for engine.

Ram Force 6 tonne
Lift 500mm
Splitting Length 550/1,080mm
Max Log Diameter 450mm
Power Rating 2,200w
Net Weight 125kg

iad [E]

Hol &S # Hydraulic oil within machine.

13A
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